Instruction Manual of MIDLAND BR01.

1. Check the correct COM Port

BR01 software works properly only if the number of COM port is equal or minor to 8, otherwise the software will not works. Plug the USB cable to PC and install the driver.
Check com port number by opening the windows device manager (startcontrol panelSystemdevice manager.) 




2. Install BR01 software
Insert the installation CD and open it. Double click on BR01 icon to start the installation. When installation finishes you can find BR01 software icon on the desktop.
3. Software guide
Open the software. You will have this window:

3.1. How to set COM Port

a. Click on “setting” and then on “set COM”;
b. Select the COM port corriponding at the USB Cable;
c. Click “OK” to confirm.

3.2. How to read setting from the radio

Radio must switch on and link to PC with USB programming Cable.
Click on  to read radio’s setting. When the reading process will finish you can see a table that resume the most important setting of the radio.

3.3. How to modify channel parameters

You can modify channel parameters directly in to the resume table.



You can modify each cell in order to set:
· RX and TX frequency,
· CTCSS and DCS code,
· TX power,
· Including channel during scan,
· Bandwitdh.

You can also click on “Channel Edit” and modify directly the parameters in a suitable windows.


3.4. Function Setup
Click on “Edit” and then on “Function Setup” to set general parameters.



· Time Out Time (TOT): This is the maximum allowed time of transmission. You can choose from 15 s. to 600 s.
· TOT Warning Time: This is the sound played from the radio before TOT operates. You can choose how before this warning will be played. You can set from 5 s to 10s.
· Squelch Level: You can choose between 9 level of squelch. 9 is the stronger level.
· Voice Prompt: You can enable the vocal tuning.
· Tail Elimination Type: you can set the working phase of Side Tone (default is “silence”).
· Eliminate Squelch Tail When No CTCSS/DCS Signalling: You can set the frequency of Side Tone (default is 55.2 Hz). 
· Battery Save: enable/disable the battery saving function..


3.5. How to write setting into the radio.
Radio must switch on and link to PC with USB programming Cable.
Click on  to write setting into the radio. This overwrite the data on the radio.
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